
12 / 24 VDC

Dimmable

120º Beam Angle

Indoor/Outdoor / Wet Locations

1 Year Warranty

UL Listed
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Aqua-Lucent Light Bars add visual impact and interest to your 
pool deck, steps, and fountains. UL Listed for indoor, outdoor and 
underwater applications.  Available in 12VDC or 24VDC in warm 
white, cool white or RGB color changing LEDs. RGB requires an 
independent color controller. Clear and Milky Acrylic with custom 
lengths available.

AQUA-LUCENT LIGHTBAR



MODEL

ORDERING - (example) IL - ALLB - 24 - CW - M - 12

Aqua-Lucent Light Bars add visual impact and interest to 
your pool deck, steps, and fountains. UL Listed for indoor, 
outdoor and underwater applications.  Available in 12VDC 
or 24VDC in warm white, cool white or RGB color 
changing LEDs. RGB requires an independent color 
controller. Clear and Milky Acrylic with custom lengths 
available.

KEY FEATURES:
• 12 / 24 VDC
• Dimmable
• 120º Beam Angle
• Indoor/Outdoor / Wet Locations
• 1 Year Warranty
• UL Listed

SPECIFICATIONS:

Input Voltage: 12 / 24VDC
LED Chip Type: 50/50 Tri-chip SMD
LED Chip Beam Angle: 120º
LED Chip Spacing: 0.65” Between Centers
Mounting: (2x) Mounting Clips and Screws
Field Cuttable: NO
Dimmable: Yes
Ambient Temperature 1: - 4º ~ 122º F (-20º ~ 50ºC)
Ambient Temperature 2: - 4º ~ 176º F (-20º ~ 80ºC)
Environment 3: Indoor / Outdoor / Wet Location
Warranty: 1 Year
Certifications: UL

IL-ALLB

LED

Aqua-Lucent
LED lightbar

WW - Warm White
CW - Cool White
RGB - Red, Green, Blue
RGB+W - Red, Green, Blue 

+ white

ACRYLIC
_ __ _

C - Clear
M - Milky

VOLTAGE

12 - 12VDC
24 - 24VDC

LENGTH

Specify 6”-96”

SPECIFICATION

Aqua-Lucent Lightbar
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6” - 96”

.625”

.5”

AQUA-LUCENT 
LIGHTBAR




